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Cim 25

cifiberio

PANEL MOUNT BALL VALVE WITH TWO PIECES KNOB HANDLE - T10 SERIES

This article was made in compliance with the quality management requirements of ISO 9001 standard.
All articles are tested according to the EN 12266-1 standard.
It can be used in a wide variety of sectors: heating, air conditioning, water, sanitary systems, pneumatic systems and

generally with any non corrosive liquid.

It is guaranteed for 5 years.

It is made of a brass alloy that complies with standard EN 12165-CW617N-M.

Nominal Pressure: PN 25
Operating temperature: -20 to 90°C

FLOW AND PRESSURE DROP

PRESSURE TEMPERATURE RATINGS
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Notes: Notes:

1 I/min = 0,06 m3/h

1 m3/h =16,67 |/min

1 bar = 10.000 mm w.c.
1 psi = 690 mm w.c.

1 bar = 14,5 psi

1 bar = 14,5 Ibf/in2
°C =5/9 x (°F-32)
°F =32 4+ (9/5 x °C)

glah('?OMO CIMBERIO 28017 SAN MAURIZIO D'OPAGLIO (Novara) - Italy - Via Torchio, 57
_———spa. tel.: +39 0322 923001 - fax: +39 0322 967216 / 967755 - http://www.cimberio.com - e-mail: info@cimberio.it




Cim 25 - © Cav. Uff. Giacomo Cimberio S.p.A. - rev: 9/2014-09-09

TECHNICAL DRAWING

‘<

C -—
DN 3/8" 1/2" 3/4" 1"
g mm 10 15 20 25
Grms 375 450 700 945
A 60 60 60 60
B 78,5 81,5 87,5 91
C 50 62 74 88
D 13,5 16 18,5 22
CH 22 25 32 41
Thread:
ISO7-Rp
Upon request:
ISO 7 - Rc
ANSI B1.20.1 - NPT
TECHNICAL CHARACTERISTICS
KV CM CS MT
DN 3/8" 1/2" 3/4" 1"
@ mm 10 15 20 25
KV 10 17 41 68
CM 1 3 4 5
CS 2 6 10 12
MT 10 20 45 45

KV = Capacity in m3/h at pressure drop of 1 bar.

CM = Operating torque in Nm.
CS = Starting torque in Nm.

MT = Stem breaking torque in Nm.
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