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Nominal Pressure: MOP5
Operating temperature: -20 ÷ 60°C

PRESSURE TEMPERATURE RATINGS

Notes:
1 bar = 14,5 psi
1 bar = 14,5 lbf/in2
°C = 5/9 x (°F-32)
°F = 32 + (9/5 x °C)

STRAIGHT BALL BIB COCK FOR GAS - UNI-CIG 9891 - FEMALE/MALE
Cim 173

Manufactured according to management requirements of EN ISO 9001 standard.
100% tested in accordance with EN 12266-1 standard.
Suitable for gas at low pressure, in detail:
Natural gas: gas by-product of oil (methane);
Town gas: manufactured through different processes (cracking - cokerie - etc.)
Liquid gas: propane and mixture of propane/butane gas.

It is guaranteed for 5 years

It is made of a brass alloy that complies with standard EN 12165-CW617N-M.

28017 SAN MAURIZIO D'OPAGLIO (Novara) - Italy - Via Torchio, 57
tel.: +39 0322 923001 - fax: +39 0322 967216 / 967755 - http://www.cimberio.com - e-mail: info@cimberio.it



C
im

 1
73

 - 
©

 C
av

. U
ff.

 G
ia

co
m

o 
C

im
be

rio
 S

.p
.A

. -
 re

v:
 1

0/
20

15
-0

7-
29

TECHNICAL DRAWING

DNxDN1 1/2"x3/8" 1/2"x1/2"
Ф mm 9 9
Grms. 180 160

A 43 43
B 35 35
C 69 69
D 17 17

D1 15 15
CH 27 27

CH1 22 22
Thread:
ISO 228

KV CM CS MT

TECHNICAL CHARACTERISTICS

DN 3/8"x1/2" 1/2"x1/2"
Ф mm 9 9

KV - -
CM 1,5 1,5
CS 2 2
MT 9 9

KV = Capacity in m³/h at pressure drop of 1 mbar and inlet pressure of 25 mbar.
CM = Operating torque in Nm.
CS = Starting torque in Nm.
MT = Stem breaking torque in Nm.

OUR CERTIFICATIONS
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